
Lightweight, Micro-Portable with Dual
Color Mode
The XD80U is a lightweight DLP™ micro-portable projector that
features a dual mode color wheel to deliver both powerful busi-
ness presentations and rich colors for video. With its dual color
mode setting, you can easily switch between Dynamic and Vivid
modes, to prioritize brightness or colors for the optimum combi-
nation that suits your viewing needs. The XD80U will satisfy your
practical side too, with the comfort of a 2000 hours lamp life*
(low mode), a 3-year parts and labor warranty, and three years on
Mitsubishi’s exclusive ERA program. 

DLP™ DDP2000 Technology

1500 ANSI Lumens 

2000:1 Contrast Ratio 

Dual Mode Color Wheel to boost color and brightness

Auto digital keystone support (vertical) 

Compact and Lightweight (2.9lbs)

Native XGA resolution (1024x768)

*Up to 2000 hours lamp life (low mode) 

With its dual color mode setting you
can easily optimize your presentation with
just the right combination of color and
brightness.

XD80U
XGA DLP™ PROJECTOR

www.mitsubishi-presentations.com



Diagonal Size Height Width Max Zoom Min.Zoom

26.2 16 21 - 47 -2.7
40 24 32 61 73 -4.1
60 36 48 92 110 -6.1
80 48 64 123 148 -8.2

100 60 80 154 185 -10.2
120 72 96 185 222 -12.2
150 90 120 232 278 -15.3
180 108 144 278 334 -18.4
200 120 160 310 371 -20.4
250 150 200 387 465 -25.5
300 180 240 465 558 -30.6

SCREEN DISTANCE FROM SCREEN (L)
Hd*

DISPLAY TECHNOLOGY

RESOLUTION

BRIGHTNESS

CONTRAST RATIO

ZOOM/FOCUS

PROJECTION LENS

THROW RATIO

OFF SET AXIS

PICTURE SIZE

COLOR WHEEL

SOURCE LAMP

PC COMPATIBILITY

VIDEO COMPATIBILITY

INPUT TERMINALS

OUTPUT TERMINAL

COMMUNICATION TERMINAL

SCANNING RATE

AUDIO SPEAKER

HEIGHT ADJUSTER

HAND REMOTE UNIT

POWER CONSUMPTION

DIMENSION

WEIGHT

POWER REQUIREMENTS

FAN NOISE

SUPPLIED ACCESSORIES

OPTIONAL ACCESSORIES

WARRANTY

OUTSTANDING FEATURES

0.7" 1-Chip  DMD, 12deg.DDR, DDP2000
1024 x 768 (Total 786,432 pixels), 550 Video Lines
1500 ANSI Lumens
2000 : 1 (on/off) 
Manual Focus & Zoom Lens
F= 2.6-2.9  
1.63-1.97
6:-1 up (No variable lens shift)
26-300 inches diagonal
Dual color mode (RGBRGB/RGBW) 
130W (Shut Off Time 1500 Hrs) with Low Mode (114W: Shut Off Time 2000 Hrs)
Resolution: 640 x 400 - Real 1024 x 768 + Compressed 1280 x 1024,  

NTSC 3.58/ NTSC 4.43 / PAL _including PAL-M, N) / SECAM, PAL-60,
DVD (Component480i/p, 576i/p) / HDTV (1080i(50/60Hz), 720p(60Hz))

RGB: Mini D-sub 15pin x 1, Audio: Stereo mini jack (¿ 3.5mm) x 1,
Video: RCA x 1 + S-VIDEO x 1

N/A
N/A
[H] 15 - 80 kHz, [V] 50 - 85 Hz
0.5 watt Mono
One-Push Front leg and Rear leg (-3 to 5 degree variable)
Wireless remote with full projector control
190W/1.9A
7.3" x 1.8" x 6.9" (186 x 46 x 176 mm) (W x H x D)
2.9 lbs. (1.3 kg.)
AC 90-264V, 50/60 Hz
40 dBA (Low mode: 38 dBA), sea-level

¥ AC Power cable
¥ RGB cable
¥ Ferrite Core
¥ Card Remote w/battery

Replacement Lamp (VLT-XD80LP), WiFiMits¨ (WL-20) wireless module
3-Years Parts and Labor, 3-Years ERA, 90-Days on lamp 

¥ Dual Color Mode 
¥ Security Lock (Pass word) 
¥ Auto Digital Keystone-Correction 

for Vertical 
¥ 9 Language OSD 

©2006 Mitsubishi Digital Electronics America, Inc. Standard features,
options and specifications subject to change without notice. The
DLPª logo and DLPª medallion are trademarks of Texas Instruments.
Microsoft, Windows, and the Windows logo are registered trademarks
of Microsoft Corporation. Mac and the Mac logo are trademarks of
Apple Computer, Inc, registered in the U.S. and other countries. All
other trademarks are the property of their respective holders. 
*The projector lamp contains mercury. Please dispose of properly.
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XD80U XGA DLPª PROJECTOR

¥ User Manual
¥ User Manual CD
¥ Soft Carrying case

¥ Lamp Mode (Normal/Low) 
¥ Expand Digital Zoom
¥ Auto Input source Search
¥ Presentation Timer
¥ Kensington Lock Slot

Unit measured in inches
Unit measured in inches

*Hd is distance from lens axis to image bottom


